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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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BELT-FASTENERS, PLATE TYPE 
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1* 8epp« ~ Covers the requirements for belt fasteners of plate type used In Joining conveyor beltings. 
It Does not cover alligator type or other types of fasteners. 
2. Noni#n6laiure — See Fig. 1. 




^RETAINING CLIP 
/LOWER PLATE 

FIG. 1 NOMENCLATURE 

S. Dimensions 

3.1 Upper and Lower Plates — As given in Table 1. 

3.2 Retaining Clip — As given in Table 2. 

3.3 5creiy and Nut — As given in Table 3. 

4. Materiel — The plates and retaining clip shall be Inanufactured from cold rolled carbon steel sheet or 
strip conforming to Grade D of IS : 513-1973 ' Specification for cold rolled carbon steel sheet ( second 
revision ) ' or Grede D of IS : 4030-1073 ' Specification for cold rolled carbon steel strip for general 
engineering purposes ( first revision ) \ 

5. Screw and Nut — The screw and nut material shall conform to property class 4*6 of IS : 1367-1967 
' Technical supply conditions for threaded fasteners ( first revision ) '. The threads shall conform to 
IS : 4218 ' Specification for ISO metric screw thresds *. 

6. Workmanship and Finlsll ~ The belt fasteners shall be free from all types of manufacturing defects. 
Suitatrie finishing propertife ehiK be considered providing sufficient protection egainst corrosion as agreed 
to between the purchaser end the supplier. 
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SECTION XX 
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Nota — Tha other dimansions of lowar plata ara aama aa of uppar plata* | 



ANEK)MENT VD. 1 AUGUST 19B6 
TO 

IS:10288-19B2 SPECIFICATION FOR BELT-FASTENERS. 

PLATE TYPE 

{itige Ij olause 4^ line Z) -> Substitute *1973* 
for aOT3'. 

(B2ge 1, olause 4) - Add the followii« sentence 
at the end of the clause: 

*For any specific application special materieds may 
be used as agreed to between the purchaser and the 

supplier •» 

(Bige ij olcxuee S) -* Substitute the following 
for the existing clause: 

"5» ^I£LJ2£^«*i* • ^*^^ screw and mt material shall 
conform*"to property class k.S of IS:1367(Bftrt 3)-19T9 
•Technical supply conditions for threaded steel faste- 
ners: Bart 3 Mechanical properties and test methods 
for boltSg screws and studs with full loadability 
{eeoond ret)ieion)\ The threads vshall confoim to 
IS:1»2L8 (Parts 1 to. 6) 'Specification for ISO metric 
screw threads'." 

(Rxge 2, Table 1, ool 2^ fifth entry) - Substi- 
tute »63t0.20' /OT*65tO,20\ 

(Bage 2^ Table 1^ ool 2^ last entry) - Substitute 
»T6,2 ± 0.20' for •75.2 ± 0.20'. 

{Bige 2j TMLe 1, col S^ last entry) - Substitute 
'U6' for''?^\ 

{Itige ^j Ttible 1^ ool 12^ fifth entry) - Substi- 
tute '13. 5» fbr '11. 5'. 

(EDO UZ) , r II I II II I 

^ ' Reprography Unit> ISI» New Delhi, India 
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18 : 102tt - 1912 

7. TMte '^ Th# f««*«n«fi shall be subiected to breaking strength test as laid down In IS : 9408-1980 
' Method of te«t f or conveyor belt fasteners \ 

r 

7.t The breaking strength shall be as agreed to between the purchaser and the supplier. 
7,2 Selection of fasteners may be made as per Table 4. 

8. Paeklna '^ The fasteners shall be packed in boxes and before packing they shall be wrapped In 
grease paper to prevent rusting. 

9. ISI Certifloation Marking — Details available with the Indian Standards Institution. 



TABLE 4 SELECTION OF FASTENERS 
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EXPLANATORY NOTE 

This standard covers the requirements for belt fasteners of plate type used in joining conveyor 
belting and Is based on the prevailing manufacturing practlcee in India* 

Breeking etrength Is an important parameter, ft^has not been apecified as sufficient data is not 
available.^ However, work on the breeking etrength Is being done and It wouid be added on completion 
ofthelnveatigation* 
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